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Skirting board
LAMINATE

MDF skirting board following the colour of the floor.
Application area: preparation of wall endings after installation of Tarkett flooring.

DESCRIPTION

TECHNICAL INFORMATION

COLOUR
■ Not paintable.
■ A white skirting is also available (possibility to paint it).

The tolerance for cross section mass, longitudinal dimensions as well as distortion and bend corresponds to RAL-RG 432.

We confirm that in the manufacturing process, in the semi-finished goods and in the skirtings itself, no top coating, no paints, no lacquers 
and no adhesives with organic solvents, biocides and free formaldehyde are used and contained.

Surface 
Carrier material
Product
Lengh
Thickness
Width

Skirtings per pack
Meters per pack
Skirtings per palet
Meters per palet

Parameter
Formaldehyde emission
VOC-and Formaldehyde emission
Light resistance 
Recycling 
Disposal 
Storage

Impregnated decor paper
MDF (Medium Density Fibreboard)
Skirting 6 cm
2400 mm
17 mm
60 mm

6 pieces
24 m
240 pieces
960 m

Skirting Test method
E1 EN 120
A+ ISO 16000 part 3,6,9,10
Level 7 EN 20105 
Recyclable
In incineration plant / incinerator.
Standing or lying on an even base.  
Protect it from direct sunlight and moisture.  
Climatic conditions: temperature 18°C, humidity 55-70%.

Technical 
Datasheet

Material data

Packaging

Skirting (MDF)


